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Whenyou need anin-LineValve, 4

You need it now! |

You need a valve that's

jastVersatile;and reliable!

You need one that can be

installed in‘under.20 minutes,

on live pipelines, with

no service interruption.

YOU
NEED
CURB-STOP
FROM AVT!

ADVANCED




Eull'size gasket

Ml

Z Bolts availablein
", carbon steel & stainless steel.

&
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The Temporary Gate el ¥ -
allows for the changing of - | =
the tapping equipment

and its removal after the

job is complete.

Standard tapping
equipment cuts

the pipe &installs
the rubber coated




Curb-Stop " features
abolt-enfitting, a
rubber coated gate,
and anjinternal feed
SCrew.

; Weld-on fittings
Finished are also available
In-line valve

Internal plug for Finished
Line Stopping Temporary
applications Line Stopping




Material A36 Carbon Steel, Stainless
Specifications: Steel, 303 EPDM (Water), &
Buna N Rubber (Gas)

Size Range: 3/4”,1”,1-1/4",1-1/2",2",3", &
4", Larger Sizes coming soon!

OD Range: Same size fittings for Carbon,
Steel, & Copper K&L

Pressure Ratings: 60 psi Gas Ambient
150 p.s.i. Water Ambient
Higher pressure/temperature
available upon request.

Tested to ASME B16.33 specs.
to 90 psi for gas systems,

by an independent laboratory
(available upon request).
Tested to 500 p.s.i. by AVT

for water systems.

The newest

p, innovation

' for pipe
repairs, making
traditional methods
obsolete.

Curb Stop facilitates permanent
repairs in under 20 minutes.

The perfect tool for emergency
repairs and maintenance.

Ideal for water,process piping,
gas, oil, air, and other
applications.

ADVANCED VALVE

800 Busse Rd. y N 12601 Homan Ave.
Elk Grove Village, IL60007 57 Blue Island, IL 60406

Office: 877-489-4909 Fax: 847-364-8883
Email: avtkev@aol.com www.avtfittings.com




