
Complete Rental  
Equipment Solutions
PUMPS, GENERATORS & ACCESSORIES For Water and Wastewater projects 
supporting the  Construction, Mining, Municipal, Industrial, Oil & Gas 
and Agricultural Markets

855-XYL-H2O1  (855-995-4661)



SLURRY PUMPS - 5000 SERIES
Size 
(inch)

Model Power 
(HP)

Voltage* Maximum Head
Ft. (m)

Maximum Flow
USGM (L/s)

2 3080 9 E 150 (45.5) 205 (13)

4 5100 10 -20 -30 E 131 (40) 1330 (84)
4 5520 5 D/E 41 (12.5) 555 (35)

*Voltage: D=230/3  E=600/3

TRASH AND SOLIDS HANDLING PUMPS - 3000 SERIES
Size 
(inch)

Model Power 
(HP)

Voltage* Max. Head
Ft. (m)

Max. Flow
USGM (L/s)

1.5 3041 (SS) 1.6 A/B 66 (20) 110 (7)

1.5 & 3 3085 2.2 - 2.4 - 3 - 4 B/C/D/E 123 (37.5) 585 (37)
2, 3,& 4 3102 3.9 - 5 - 6.5 B/C/D/E 100 (30.5) 951 (60)
3, 4 & 6 3127 7.5 - 10 B/D/E 174 (53) 1745 (110)
 4 & 6 3140 15 D/E 131 (40) 1250 (79)
3, 4, 6 & 10 3152 14 - 20 - 23 D/E 210 (64) 3965 (250)
4, 6 & 10 3153 12 - 15 - 20 - 23 E 223 (68) 3805 (240)
6 3171 30 E 131 (40) 1980 (125)
6, 8 & 12 3201 30 - 35 - 47 E 167 (51) 6340 (400)
4, 6, 8 & 10 3202 35 - 45 - 60 -70 E 230 (70) 6500 (410)
6, 10 & 12 3300 45 - 60 - 75 - 88 E 266 (81) 6815 (430)
8 3230 100 E 141 (43) 4360 (275)
8 3231 185 E 213 (65) 4755 (300)
8 3230 215 E 236 (72) 4755 (300)

*Voltage: A=115/1  B=230/1  C=208/3  D=230/3  E=600/3(SS) = Stainless steel

DEWATERING PUMPS - 2000 SERIES
Size 
(inch)

Model Power 
(HP)

Voltage* Max. Head
Ft. (m)

Max. Flow
USGM (L/s)

2 2052 1.2 - 1.7 A/D/E 64 (19.5) 135 (8.5)

2 2610 1.3 - 1.9 A/D/E 57 (17.5) 165 (10.5)
3 2066 2.4 - 3.6 B/E 93 (28.5) 262 (16.5)
3 2620 2.4 - 3.5 B/E 74 (22.5) 255 (16)
2 & 3 2071 6 E 174 (53) 310 (19.5)
3 & 4 2075 5.4 E 138 (42) 325 (20.5)
3 & 4 2102 4.5 - 5.8 - 8 - 8.2 B/D/E 161 (49) 635 (40)
3 & 4 2630 5.9 E 143 (43.5) 580 (36.5)
3 & 4 2640 6 - 8.9 B/D/E 177 (54) 640 (40.5)
3 & 4 2125 13 D/E 253 (77) 840 (53)
3 & 4 2660 15 E 207 (63) 1125 (71)
3 & 4 2750 (SS) 13 E 246 (75) 1000 (63)
3 & 6 2140 19 E 335 (102) 1000 (63)
4 & 6 2151 30 D/E 243 (74) 1505 (95)
4 & 6 2670 27 E 236 (72) 1315 (83)
4, 6 & 8 2201 58 E 328 (100) 2855 (180)
8 & 10 2250 88 E 230 (70) 4755 (300)
6, 8 & 10 2290 110 E 262 (80) 4600 (290)
4 & 6 2400 140 E 738 (225) 2380 (150)

*Voltage: B=230/1  D=230/3  E=600/3(SS) = Stainless steel



MIXERS - 4000 SERIES
Model Power (HP) Voltage* Propeller speed (rpm)

4352 1.3 A/B 1700

4400 1.5 - 3.2 E 1135 - 1685
4440 7.5 E 860
4610 (SS) 1.2 C 1740
4620 (SS) 2.3 E 1685
4630 (SS) 2.5 E 860
4640 (SS) 4 E 860
4650 (SS) 7.5 - 8.3 E 580
4660 (SS) 15 E 580
4670 (SS) 20 E 440
4680 (SS) 40 E 440

*Voltage: A=115/1  B=230/1  C=208/3  E=600/3

DIESEL SELF-PRIMING PUMPS
Size 
(inch)

Model Power 
(HP)

Maximum  
solid

Max. Head
Ft. (m)

Max. Flow
USGM (L/s)

4 x 4 4HTC 42 2 100 (30) 600 (38)

4 x 4 4TSC 62 3 90 (27) 900 (57)
4 x 4 4JSC 98 3 330 (101) 1300 (82)
6 x 6 6HTC 62 3 86 (26) 1400 (88)
6 x 6 6TSC / 6TSC (Silent) 62 3 124 (38) 1500 (95)
6 x 6 6TSV / 6TSV (Silent) 80 3 124 (38) 1500 (95)
6 x 6 6JSV (Silent) 80 3 165 (50) 2400 (150)
8 x 8 8JSC 130 3 245 (75) 2750 (173)
12 x 12 12 JSC / 12 JSC HV (Silent) 145 3 108 (33) 6500 (410)
12 x 12 12 JSC HH (Silent) 275 3 200 (61) 8500 (535)

DIESEL GENERATORS
Size (kW) Phases Voltage Size (kW) Phases Voltage

6 1 120/240 75 3 600

10 / 10 (Silent) 1 / 3 120/240/600 100 / 100 (Silent) 3 600
15 / 15 (Silent) 1 / 3 120/240/600 130 3 600
35 / 35 (Silent) 1 / 3 120/240/600 150 / 150 (Silent) 3 600
50 3 600 225 / 225 (Silent) 3 600
60 (Silent) 3 600

FLOTATION MODULES
Model Dimensions

(mm)
Weight 

(Kg)
App. Weight 
Capacity (Kg)

Pump raft 55 for pump model
2620, 2630 & 2640

820 x 584 16 55

PFM 200 1000 x 1000 x 450 39 200
+ bracket for 2102, 2125, 2140 & 2151
+ bracket for 2660
+ bracket for 2670

PFM 1150 1800 x 1800 x 760 150 1150
+ bracket for 2201 MT
+ bracket for 2201 HT
+ bracket for 2250 & 2290
+ bracket for 2400

(SS) = Stainless steel



ELECTRIC EXTENSION CABLE (15 meters min.)

Model Nom. Amp.*

14 AWG/3 C Type SOW/SOOW 60°C (1Ø only) 18A

14 AWG/4 C Type SOW/SOOW 60°C 15A
12 AWG/4 C Type SOW/SOOW 60°C 20A
10 AWG/4 C Type SOW/SOOW 60°C 25A
8 AWG/4 C Type SOW/SOOW 60°C 35A
6 AWG/4 C Type SOW/SOOW 90°C 45A
4 AWG/4 C Type SOW/SOOW 90°C 60A
2 AWG/4 C Type SOW/SOOW 90°C 80A
1 AWG/4 C Type W 90°C 128A
0 AWG/4 C Type W 90°C 148A
00 AWG/4 C Type W 90°C 172A
000 AWG/4 C Type W 90°C 199A

0000 AWG/4 C Type W 90°C 229A
14 AWG/3 SHD-GC Mining 22A
12 AWG/3 SHD-GC Mining 35A
10 AWG/3 SHD-GC Mining 49A
8 AWG/3 SHD-GC Mining 65A
6 AWG/3 SHD-GC Mining 102A
4 AWG/3 SHD-GC Mining 134A
2 AWG/3 SHD-GC Mining 175A
0 AWG/3 SHD-GC Mining 232A

SUCTION HOSE EXTENSIONS & STRAINERS  
(6 meters = 20 feet including quick connect)

Model Weight 
(Kg)

4" x 10' Suction Extension EPDM Artic c/w Kwik-Lok 13

6" x 10' Suction Extension EPDM Artic c/w Kwik-Lok 24
8" x 10' Suction Extension EPDM Artic c/w Kwik-Lok 50
12" x 10' Suction Extension EPDM Artic c/w Kwik-Lok 99
4” Strainer complete with Kwik-Lok 9
6” Strainer complete with Kwik-Lok 10
8” Strainer complete with Kwik-Lok 16
12” Strainer complete with Kwik-Lok 34

DISCHARGE HOSES - CONTRACTOR TYPE 
(15 meters = 50 feet including quick connect)

Model Working  
pressure

Weight 
(Kg)

2" x 50' EPDM Hose c/w Camlock 150 PSI 13

3" x 50' EPDM Hose c/w Camlock 125 PSI 23
4" x 50' EPDM Hose c/w Camlock 100 PSI 32
6" x 50' EPDM Hose c/w Camlock 75 PSI 59
6" x 50' EPDM Hose c/w Kwik-Lok 150 PSI 56
8" x 50' EPDM Hose c/w Kwik-Lok 150 PSI 83
10" x 50' EPDM Hose c/w Kwik-Lok Type A 75 PSI 146
10" x 50' EPDM Hose c/w Kwik-Lok Type B 150 PSI 146
12" x 25' EPDM Hose c/w Kwik-Lok 150 PSI 99

KWIK-LOK GALVANIZED PIPE 

Diam. 
(inch) Type

Weight (lbs) Max. 
working 
pressure

Max.  
connector 
deflection

Wall 
thickness  

(mm)
3m 

(9’10”)
5.8m 
(19’)

4 B 40 70 175 PSI 15˚ 1.8 (15 GA)
6 B 60 100 175 PSI 10˚ 1.8 (15 GA)
8 B 90 160 175 PSI 10˚ 2.0 (14 GA)
10 A 110 200 75 PSI 8˚ 2.0 (14 GA)
10 B 110 200 175 PSI 10˚ 2.0 (14 GA)
12 B 160 250 175 PSI 8˚ 2.0 (14 GA)

Our rental periods are:	
3 - 7 Days = 1 Week rental rate
8 Days = 1 Week + 1 Day rental rate
9 Days = 1 Week + 2 Days rental rate
10 - 14 Days = 2 Weeks rental rate

15 Days = 2 Weeks + 1 Day rental rate 
16 Days = 2 Weeks + 2 Days rental rate
17 - 28 Days = 1 Month rental
36 Days = 1 Month + 1 Week + 1 Day

© 2015  Xylem, Inc.  All rights reserved.		      Rental Card.04.15

www.xylemwatersolutions.com/ca

Scan for  
PDF version

KWIK-LOK GALVANIZED ACCESSORIES
Description Sizes available (Inch)

90° Elbows 4 6 8 10 12
45° Elbows 4 6 8 10 12
Tees 4 6 8 10 12
Hose  
Couplings

4 6 8 10 12

Flanged  
Adaptors

4 6 8 10 12

Threaded  
Adaptors (NPT)

4 6 - - -

Plugs & Caps 4 6 8 10 12
Reducers - 6 è 4 8 è 6 10 è 8 12 è 10
Increasers 4 è 6 6 è 8 8 è 10 10 è 12 -

Other accessories such as check valves, gate valves, HDPE piping, manifolds, pump 
fish screens, road ramps and sewer plugs are available for your projects.

*	 Nominal amperage: consult our specialist for the correct selection as amperage 
capacity varies with cable length.

We reserve the right to alter performance, specifications or design without notice.

Xylem, Inc.
14125 South Bridge Circle
Charlotte, NC 28273
Tel 704.409.9700
Fax 704.295.9080
855-XYL-H2O1  (855-995-4661)
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